~Pioneer Products~

Pioneer TS G 1047 4" speaker

Reproduction system Coaxial two way 

Speaker specifications 

Woofer Ǿ129mm (5-1/8" Dia.) 

Water-resistant 

Injection-molded polypropylene cone 

High compliance rolled edge 

Heat-resistant voice coil 

Tweeter Ǿ42mm (1-5/8" Dia.) 

Nominal impendance 4 Ω 

Maximum music power 100W 

Nominal power 20W 

Grille material Steel net. heat-proof resist.

RM90
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Pioneer TS G 1347 5" speaker

Max Music Power 120 watt 

Nominal Power 25 watt 

Woofer 130 mm 

Tweeter 42 mm 

Impedance 4 ohms 

Sensitivity 91 dB/W 

Frequency Response 40 - 22, 000 Hz 

Grille material Steel net. heat-proof resist.

RM100

Pioneer TS G 1647 6.5" speaker

Coaxial 4 Way Speaker

Largest Size 16cm (6.5")

140 W Max

Woofer ... 158mm Interlaced aramid fiver reinforced IMPP cone

MidRange ... 40 mm Dome speaker

Tweeter ... 13mm Dome

Super Tweeter ... 10mm Dome

Grille material Steel net. heat-proof resist.

RM110

[image: image2.jpg]TS G 1847




Pioneer TS G 1641R 6.5" speaker

Max Music Power 160 watt 

Nominal Power 30 watt 

Woofer 160 mm 

Tweeter 30 mm 

Impedance 4 ohms 

Sensitivity 91 dB/W 

Frequency Response 35 - 22, 000 Hz 

RM125 (better sound quality and bass output)
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Pioneer TS TA6980 6x9 speaker

Reproduction system Coaxial four way 

Speaker specifications 

Woofer 163mm x 237mm 

Interlaced aramid fiber reinforced IMPP cone 

Butyl rubber rolled edge 

Heat-resistant voice coil 

Midrange Ǿ66mm (2-3/8" Dia.) Dome 

RM190
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Pioneer TS T 120 200w tweeter

Input 200W Max 

Cutoff Frequency - 7000Hz with 6dB/oct 

Size…………….25mm (1/2" Diameter) dome 

Heat-resistant voice coil 

Magnetic fluid 

Strontium magnet: 22g (0.8oz) 

Nominal impedance…………..4ohm 

Maximum music power [nominal] 200W [35w] 

Grill material …….steel net, heat-proof resin

RM70
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Pioneer TS T 250 150w tweeter

MAX. Music power 150W 

Nominal power 50W 

Cutoff Frequency 7000Hz with 6dB/oct 

Hight pass filter (HPF) 

Size 1" 

Impendance 4ohm 

Sensitivity 92dB/W (1m) 

Frequency Response 2,000 - 30,000Hz 

Gross Weight 0.5kg 20.9Ib 9oz

RM65
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XPLOD basstube

4" 2-way sub-woofer

100mm paper coated cone foam

Edge woofer

13mm pei dome tweeter

150 Watt Max ( Better than previous version of XD-401)

10 watts ras

Frequency response

40-20,000Hz

PPC (pearl polycarbon) diaphragm 

Magnetic fluid 

Strontium magnet 

Nominal impendance 4 Ω 

Maximum music power 350W 

Nominal power 80W 

Grille material Steel net. heat-proof resist.

RM120
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KOAC 400watt amp RM110
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